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The article provides the analysis of iterative and without iterative methods of calculation of the equivalent 
circuit parameters of the induction motor, the articalgorithm without iterative calculation method of equivalent cir-
cuit parameters is given, mechanical and electromechanical characteristics of the induction motor, the comparative 
table and image data of the carried out calculations are presented.

Keywords: induction motor, equivalent circuit, parameters, the calculation algorithm.
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-

P U n ,
-1

p, f MAX i

4A100L2 5,5 220 2898 1 0,875 0,91 50 2,5 2 7,5
7,5 220 968 3 0,85 0,81 50 2,5 2 6
15 220 2937 1 0,88 0,91 50 2,2 1,4 7
30 220 736,5 4 0,905 0,81 50 2,1 1,3 6

S10 30 220 588,6 5 0,88 0,81 50 1,9 1,2 6

[1- r1* x1* r'2* x2* x *

L2

0,050 0,054 0,036 0,11 3,8

0,049 0,093 0,036 0,093 3,2 15,97
0,053 0,074 0,035 0,099 2,4 20,86
0,047 0,077 0,035 0,104 2,4 20,48
0,054 0,075 0,034 0,100 3,3 13,55
0,047 0,078 0,035 0,105 3,8 8,89
0,060 0,07 0,04 0,11 2,1

0,058 0,107 0,039 0,107 2,2 9,17
0,066 0,082 0,036 0,110 2,8 8,11
0,051 0,091 0,038 0,122 2,9 16,65
0,067 0,085 0,037 0,113 1,8 10,64
0,065 0,082 0,036 0,111 2,2 7,81
0,052 0,092 0,022 0,12 4

0,052 0,109 0,022 0,109 3,2 10,42
0,049 0,092 0,021 0,126 5,0 7,24
0,030 0,102 0,023 0,139 5,2 24,52
0,057 0,088 0,021 0,116 3,6 6,59
0,048 0,089 0,020 0,121 4,4 6,06
0,045 0,12 0,022 0,17 2,3

0,046 0,134 0,021 0,134 2,2 9,83
0,041 0,113 0,020 0,154 5,4 18,14
0,028 0,120 0,021 0,162 5,4 25,58
0,041 0,113 0,020 0,149 2,1 9,53
0,042 0,111 0,020 0,150 2,5 9,41

S10

0,056 0,11 0,023 0,17 2,3

0,054 0,150 0,022 0,150 2,1 10,74
0,055 0,124 0,021 0,169 5,3 15,97
0,030 0,137 0,023 0,186 5,5 35,14
0,069 0,116 0,020 0,155 2,1 11,73
0,055 0,119 0,020 0,161 2,6 8,20Ре
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4. I'2=f( ),
[1-5]

5. f( ),
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,

6. I1=f( ),
[1-5]

7. I'2=f( ),
[1-5]
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The article proposes a method for calculating the thermal exhaust air parameters at the output from the shell and 
tube heat exchanger in the ventilation systems, taking into account the impact of moisture fallon heat transfer processes.

Keywords: shell and tube heat recovery loop, exhaust air, moisture fall, temperature and enthalpy.
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